
 

 

 HP Family Ball Sockets ` 

 High Performance Ball Sockets  -  For Ø10 mm Spherical Ball Studs  

 PUSH-IN BALL SOCKET 
 Installs into Molded Blind Hole or Boss 
 Insertion Force on print: Max. 90N 
 Pull-out Force: Min. 300N 
 Allowable rotation of ASYST 
 Standard Ball Stud in socket: 16-33° direction dependent 
 Also available for a ø 6mm Ball 

 PIBS HP (ASYST P/N 24842) : 

 SNAP-IN BALL SOCKET 
 Installs into Ø16mm hole in 3mm thick Panel 
 Insertion Force on print: Max. 125N  
 Pull-out Force: Min. 440N 
 Allowable rotation of ASYST 
 Standard Ball Stud in socket: 18° all directions 
 Also available for a ø 6mm and ø 8 mm Ball 

 SIBS HP (ASYST P/N 36185) : 

 DELTA PT SCREW ASSEMBLED TO HP BALL SOCKET 
 Self Tapping, thread forming Screw mounts to plastic Screw Boss 
 Insertion Force on print: Max. 200N 
 Pull-out Force: Min. 440N 
 Available for mounting to metal Screw Boss 
 Allowable rotation of ASYST 
 Standard Ball Stud in socket: 18° all directions 
 
 

 K50HP (ASYST P/N 24638) : 

 OFFSET PIVOT SOCKET 
 Mounts with Screw to plastic or metal Screw Boss 
 Insertion Force on print: Max. 100N  
 Pull-out Force: Min. 400N 
 Allowable rotation of ASYST 
 Standard Ball Stud in socket: 18° all directions 

 OPS-HP (ASYST P/N 15129) : 
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