
 

 

• 1/4 Turn assembly of pivot stud in mating geometry for a secure threaded connection 
• Quicker assembly timing versus traditional threaded pivot stud 
• No chance of loose debris from thread forming during assembly 
• Lower weight and cost compared to traditional steel pivot studs 
• Pivot available in standard Ø10 & 8 mm full round or Ø10 and 8 mm round with undercut  
 

 Q-Tuff Pivot Stud 

 Benefits: 

 Performance Options: 

 1/4 Turn Blind Hole Pivot Stud 

` 

• Socket Material: Black PBT 30GF, HDT @ 1.8 MPA 205⁰C per ISO 75-1/-2. 
• Installation Torque: 2.0 Nm Max. 
• Pivot Stud Pull Out Force: 440N Min.  
• Contact ASYST for CAD models, prints and additional information. 
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 Intended Uses: 

• Fixed Pivot Stud Connection for Lamp Reflectors, Brackets, and Housings.  

ASYST -  EUROPE: 
Torsten Fischer, Verkauf 
Adolf-Böhl Strasse 7 
D-57319 Bad Berleburg—Germany 
Telefon+49 2751 529-530 
E-mail: torsten.fischer@ejot.com 

Rev. Date: 11-06-2025 
Document # 67068 

Ø10 MM Ø8 MM 

mailto:tlauber@ejot.de


 

 

 Q-Tuff Pivot Stud 
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STEP 1: Press Pivot Stud into mating geometry STEP 2: Rotate Pivot Stud CW 60°  

Mating Panel Geometry 

 Assembly Sequence: 

Recommended Mounting Feature:  


